
Subject to technical amendments.

Mach 115
Halogen spotlight for
consulting room and hospital

New lamp housing

The Mach 115 will be delivered with a
new, well designed lamp housing.

The ergonomic handle and the wear-
resistant joints allow optimum
movement.

The lamphead and the arms can be
moved in all directions and facilitate
exact positioning.

The colour rendering index
guaranties a natural, high-contrast light.

• Light intensity control

• Stand tube with single hand
height adjustment 87-150 cm

• Transformer integrated in arm

• Special holders for wall and table
models, for supply rails, round or
rectangular tube-fastening
(see overleaf)

• Heat protection filter (03250202)
at surcharge

Technical specifications: Mach 115

light intensity 40.000 Lux / 0.5m

colour rendering index Ra 92
colour temperature 3500o K

diam. light field 15 cm/0.5 m

working distance 20 - 80 cm

diam. lamphead 14 cm

halogen bulb 12 V /35 W
power input 35 W
mains connection 220 /240 V

finish clear white
RAL 9010

4.000 01/03

order no. 1151 1012 00

Mach 115 with
heat protection filter

24.000 Lux/0.5m

96
3000o K

15 cm/0,5 m

20 - 80 cm

14 cm

12V /35W
35 W
220 /240 V

clear white
RAL 9010
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Stand model
order no. 1151 1012 00

• power supply cable 4m
• total weight: 6 kg

Accessories:
Spare halogen bulb 12 V/35 W order no. 6710 0206
Heat protection filter order no. 0325 0202

Tube attachment
order no. 1151 1026 02

Round tubes: 20 to 30 mm ø
Square tubes:20 to 25 mm ø

Wall attachment
order no. 1151 1021 00

Clamp for supply rails
order no. 1151 1026 01

size of rail:
8 x 25 to 10 x 35 mm

Table clamp
order no. 1151 1025 00
and 1151 1026 04

Thickness of plate max. 50 mm
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